RP7712S 



Portable AM/FM Stereo Tuner / 
Cassette Recorder 




Feature I Description 



Portable AM/FM Stereo Tuner with Cassette Recorder A portable AM/FM stereo radio that tunes stations with 

maximum accuracy and minimum drift. 



3" Full Range Speakers Equipped with two 3" full range speakers to provide a high 

quality sound experience. 



6-Pushbutton Single Cassette Operation Top-mounted controls make it easy to operate the function 

you want. 



Automatic End-of-Tape Shutoff Automatically turns the tape player off when the end of the 

tape is reached to prevent wear on the media. 



Stereo Headphone Jack The convenient headphone jack makes it easy to attach 

your headphones for private listening. 



Cassette Carry Door The cassette carry door makes it easy to guide the 

cassette in or remove it without damaging the tape. 



Thumbwheel Tuning Controls Provides convenient and accurate tuning control. 
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Technical Specifications 



BRAND 


Brand 


RCA 


TUNER 


Tuner Type 


AM/FM Stereo Tuner 


AM Antenna 


Built-in Ferrite Rod 


AM Frequency 


530 -1710 kHz 


FM Antenna 


Telescoping Whip 


FM Frequency 


87.5-107.9 MHz 


Slide Volume Control 


Yes 


Built-in Auto Frequency Control 


Selector Switch 


Tape / AM/FM 


Stereo Headphone Jack 


Yes 


External AM / FM Antennas 


Pivoting Carry Handle 


Yes 


CASSETTE DECK 


Cassette Deck 


Single Mechanism 


Automatic Level Control Recording 


Yes 


Number of Buttons on Record Deck 


6 


Automatic Tape Shutoff 


Yes 


Cushion Cassette Carry Door 


Yes 


One-Button Record 


Yes 


Erase Protect Interlock 


Yes 


Direct "Off-Air" Radio Record 


Yes 








SOUND 


Speaker Type 


3.0" Full Range Speaker 


Loadness Control 


Bass Controls 


Treble Controls 


Tuning Control 


Thumbwheel Vernier 






SPECIFICATIONS 


Power 


Built-in AC Line Cord 


Battery Requirements 


4 "C" Alkaline Batteries 


Automatic AC / DC Switching 


Dimensions (WxHxD) in Inches 


14.8x5.0x5.75 


Packaging (WxHxD) Inches 


15.9x6.5x6.9 


Weight: Product/Packaged in lbs 


-/3.74 


Overpack Quantity 


4 


UPC Code 


044319101287 




WARRANTY 


Limited Warranty 


1 Year 
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